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SHIFT REGISTER UNIT, GATE DRIVING
CIRCUIT AND METHOD, DISPLAY
APPARATUS

The application is a U.S. National Phase Entry of Inter-
national Application No. PCT/CN2014/081572 filed on Jul.
3, 2014, designating the United States of America and
claiming priority to Chinese Patent Application No.
201410040299.3 filed on Jan. 27, 2014. The present appli-
cation claims priority to and the benefit of the above-
identified applications and the above-identified applications
are incorporated by reference herein in their entirety.

TECHNICAL FIELD OF THE DISCLOSURE

The present disclosure relates to a field of display tech-
nology, and particularly to a shift register unit, a gate driving
circuit and method, and a display apparatus.

BACKGROUND

Generally, during a period in which signal outputted from
an output terminal of a shift register unit is at a low level, the
signal outputted from the output terminal of the shift register
unit is subject to be disturbed by an input clock signal and
thus noise is generated in the signal. In order to suppress
noise, the shift register unit generally comprises a pulling-
down thin film transistor (TFT) for pulling down the signal
outputted from the output terminal. A pulling-down control
node is connected to a gate of the pulling-down TFT, and is
configured to control to turn on the pulling-down TFT, so as
to pull down a level of a gate driving signal at the output
terminal.

Known shift register units at least have the following
problems: generally, most of the time, the pulling-down
control node connected to the gate of the pulling-down TFT
is kept to be at a high level and thus the pulling-down TFT
is kept to be turned on, resulting in an occurrence of a
relative large drift in a threshold voltage of the pulling-down
TFT. The pulling-down TFT could not be turned on if the
threshold voltage of the pulling-down TFT is increased
continuously, such that a function of noise suppression
cannot be achieved and performance of a whole shift register
is deteriorated.

SUMMARY

In embodiments of the present disclosure, there are pro-
vided a shift register unit, a gate driving circuit and a display
apparatus capable of controlling a level at a pulling-down
control node of the shifter resister unit and avoiding that a
relative large drift is generated in a threshold voltage of a
pulling-down TFT, thus ensuring reliability of a shift regis-
ter.

In accordance with one aspect of the present disclosure,
there is provided a shift register unit comprising an input
module, a pulling-up module, a first control module, a
second control module, a first reset module and a pulling-
down module; wherein the input module is configured to
control a level at a pulling-up control node according to a
signal inputted from a first signal terminal; the pulling-up
module is configured to control to output a third level signal
at an output terminal according to a signal inputted from a
first clock signal terminal and the level at the pulling-up
control node; the first control module is configured to
control a level at a pulling-down control node according to
a signal inputted from a third clock signal terminal and the
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level at the pulling-up control node; the second control
module is configured to control the level at the pulling-down
control node according to the signal inputted from the first
clock signal terminal; the first reset module is configured to
reset the level at the pulling-up control node according to the
level at the pulling-down control node; and the pulling-down
module is configured to control to output a first level signal
at the output terminal according to a signal inputted from a
second signal terminal.

Optionally, there is a time delay equal to half of a clock
signal cycle between the signal inputted from the first clock
signal terminal and the signal inputted from the third clock
signal terminal.

Optionally, the shift register unit further comprises a
second reset module which is configured to reset the level at
the pulling-up control node according to the signal inputted
from the second terminal.

Optionally, the first control module is further configured
to control the level at the pulling-down control node accord-
ing to the signal inputted from the first signal terminal

Optionally, the input module comprises a first TFT having
a first electrode and a second electrode connected to the first
signal terminal and a third electrode connected to the
pulling-up control node.

Optionally, the pulling-up module comprises a third TFT
and a first capacitor, the third TFT has a first electrode
connected to the first clock signal terminal, a second elec-
trode connected to the pulling-up control node, and a third
electrode connected to the output terminal; the first capacitor
has a first terminal connected to the pulling-up control node
and a second terminal connected to the output terminal.

Optionally, the first control module comprises a fiftth TFT
and a sixth TFT, the fifth TFT has a first electrode and a
second electrode connected to the third clock signal terminal
and a third electrode connected to the pulling-down control
node; the sixth TFT has a first electrode connected to the
pulling-down control node, a second electrode connected to
the pulling-up control node, and a third electrode connected
to a first voltage terminal.

Optionally, the second control module comprises a ninth
TFT having a first electrode connected to the pulling-down
control node, a second electrode connected to the first clock
signal terminal, and a third electrode connected to the first
voltage terminal.

Optionally, the first control module further comprises a
seventh TFT having a first electrode connected to the
pulling-down control node, a second electrode connected to
the first signal terminal, and a third electrode connected to
the first voltage terminal.

Optionally, the first reset module comprises an eighth TFT
having a first electrode connected to the pulling-up control
node, a second electrode connected to the pulling-down
control node, and a third electrode connected to the first
voltage terminal.

Optionally, the second reset module comprises a second
TFT having a first electrode connected to the pulling-up
control node, a second electrode connected to the second
signal terminal, and a third electrode connected to the first
voltage terminal.

Optionally, the pulling-down module comprises a fourth
TFT having a first electrode connected to the output termi-
nal, a second electrode connected to the second signal
terminal, and a third electrode connected to the first voltage
terminal.

In accordance with another aspect of the present disclo-
sure, there is further provided a gate driving circuit com-
prising a plurality of stages of shift register units described
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above in cascade, wherein the first clock signal terminal and
the third clock signal terminal of an odd-numbered stage of
shift register unit are connected to a first clock signal and a
third clock signal respectively, and the first clock signal
terminal and the third clock signal terminal of an even-
numbered stage of shift register unit are connected to a
second clock signal and a fourth clock signal respectively;
the first clock signal, the second clock signal, the third clock
signal and the fourth clock signal are shift signals outputted
sequentially, and there is a time delay equal to half of a clock
signal cycle between the first clock signal and the third clock
signal and between the second clock signal and the fourth
clock signal.

In accordance with another aspect of the present disclo-
sure, there is further provided a driving method of the gate
driving circuit, wherein during a first phase, the level at the
pulling-down control node is controlled by the signal input-
ted from the third clock signal terminal and the level at the
pulling-up control node; and during a second phase, the level
at the pulling-down control node is controlled by the signal
inputted from the first clock signal terminal.

In accordance with another aspect of the present disclo-
sure, there is further provided a display apparatus compris-
ing the gate driving circuit described above.

In the shift register unit, the gate driving circuit and
method and the display apparatus proposed in the embodi-
ments of the present disclosure, the shift register unit com-
prises the input module, the pulling-up module, the first
control module, the second control module, the first reset
module, and the pulling-down module; the level at the
pulling-down control node of the shifter resister unit is
controlled, such that it can be avoided that a relative large
drift is generated in the threshold voltage of the pulling-
down TFT (the gate of which is connected to the pulling-
down control node), and thus reliability of a shift register
can be ensured.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to more clearly describe the technical solutions of
the embodiments of the present disclosure or the prior art,
drawings necessary for describing the embodiments of the
present disclosure or the prior art are simply introduced as
follows. It should be obvious for those skilled in the art that
the drawings described as follows are only some embodi-
ments of the present disclosure, and other accompanying
drawings can be easily obtained by those skilled in the art
based on the accompanying drawings without paying any
inventive labor.

FIG. 1 is a first schematic diagram of module connection
structure of a shift register unit provided in the embodiments
of the present disclosure;

FIG. 2 is a second schematic diagram of module connec-
tion structure of a shift register unit provided in the embodi-
ments of the present disclosure;

FIG. 3 is a third schematic diagram of module connection
structure of a shift register unit provided in the embodiments
of the present disclosure;

FIG. 4 is a first schematic diagram of circuit connection
structure of a shift register unit provided in the embodiments
of the present disclosure;

FIG. 5 is a second schematic diagram of circuit connec-
tion structure of a shift register unit provided in the embodi-
ments of the present disclosure;

FIG. 6 is a diagram of timing sequence waveforms of
signals in a shift register unit provided in the embodiments
of the present disclosure when it operates; and
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FIG. 7 is a schematic structure diagram of a gate driving
circuit provided in the embodiments of the present disclo-
sure.

DETAILED DESCRIPTION

Hereinafter, the technical solutions in the embodiments of
the present disclosure will be described clearly and thor-
oughly with reference to the accompanying drawings of the
embodiments of the present disclosure. Obviously, the
embodiments as described are only some of the embodi-
ments of the present disclosure, and are not all of the
embodiments of the present disclosure. Other embodiments
obtained by those skilled in the art based on the embodi-
ments of the present disclosure without paying inventive
labor shall belong to the scope sought for protection in the
present disclosure.

Sources and drains of TFTs adopted in the embodiments
of the present disclosure are interchangeable in terms of
names since the sources and the drains are symmetric in
structure. In addition, each of TFTs may be classified as a P
type transistor or an N type transistor according to charac-
teristics of the TFT. In the embodiments of the present
disclosure, for an N type transistor, a first electrode may be
a source, a second electrode may be a gate, and a third
electrode may be a drain. Each of TFTs adopted in the
embodiments of the present disclosure may be an N type
transistor or a P type transistor. In the following embodi-
ments, an illustration will be given by taking TFTs which are
N type transistors as an example. It should be clear that the
timing sequence of the driving signals should be adjusted
accordingly when P type transistors are adopted.

As illustrated in FIG. 1, a shift register unit provided in
the embodiment of the present disclosure comprises an input
module 10, a pulling-up module 20, a first control module
30, a second control module 40, a first reset module 50 and
a pulling-down module 60.

The input module 10 is configured to control a level at a
pulling-up control node PU which is a connection point
between the input module 10 and the pulling-up module 20
according to a signal inputted from a first signal terminal
STV. The input module 10 has a first terminal connected to
the first signal terminal STV and a second terminal con-
nected the pulling-up control node PU. For example, when
the signal inputted from the first signal terminal STV is at a
high level, a level at the pulling-up control node PU is pulled
up to a high level. The signal inputted from the first signal
terminal STV may also be a first clock signal.

The pulling-up module 20 is configured to control to
output a third level signal at an output terminal OUTPUT
according to a signal inputted from a first clock signal
terminal GCLK1 and the level at the pulling-up control node
PU. That is, the pulling-up module 20 outputs the signal
inputted from the first clock signal terminal GCLK1 in
response to the level at the pulling-up control node PU, and
the third level signal is the signal inputted from the first
clock signal terminal GCLK1 at this time. The pulling-up
module 20 has a first terminal connected to the first clock
signal terminal GCLK1, a second terminal connected to the
pulling-up control node PU, and a third terminal connected
to the output terminal OUTPUT. The third level signal is at
a high level when N type TFTs are adopted in the pulling-up
module.

The first control module 30 is configured to control a level
at a pulling-down control node PD which is a connection
point between the first control module 30 and the second
control module 40 according to a signal inputted from a third
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clock signal terminal GCLK3 and the level at the pulling-up
control node PU. The first control module 30 has a first
terminal connected to the third clock signal terminal
GCLK3, a second terminal connected to the pulling-up
control node PU, a third terminal connected to a first voltage
terminal VSS, and a fourth terminal connected to the pull-
ing-down control node PD. The first voltage terminal VSS
supplies a first level signal.

The second control module 40 is configured to control the
level at the pulling-down control node PD according to the
signal inputted from the first clock signal terminal GCLK1.
The second control module 40 has a first terminal connected
to the pulling-down control node PD, a second terminal
connected to the first clock signal terminal GCLK1, and a
third terminal connected to the first voltage terminal VSS.
For example, the second control module 40 pulls down the
level at the pulling-down control node PD to a low level
when the signal at GCLK1 is at a high level.

The first reset module 50 is configured to reset the level
at the pulling-up control node PU according to the level at
the pulling-down control node PD. The first reset module 50
has a first terminal connected to the pulling-up control node
PU, a second terminal connected to the pulling-down control
node PD, and a third terminal connected to the first voltage
terminal VSS. Here, the third terminal of the first reset
module 50 may be connected in various manners and is not
limited to be connected to the first voltage terminal VSS. For
example, the third terminal of the first reset module 50 can
be connected to a ground line or a second voltage terminal
which supplies a second level signal. The first level signal
supplied by the first voltage terminal VSS and the second
level signal supplied by the second voltage terminal may
have different levels, but should be low level signals when
N type TFTs are adopted.

The pulling-down module 60 is configured to control to
output the first level signal at the output terminal OUTPUT
according to a signal inputted from a second signal terminal.
The pulling-down module 60 has a first terminal connected
to the output terminal OUTPUT, a second terminal con-
nected to the second signal terminal RST, and a third
terminal connected to the first voltage terminal VSS. Here,
the second signal terminal RST at a present stage may be
connected to one of the following: a signal at the output
terminal of a shift register unit at a stage immediate subse-
quent thereto or at a two-stage subsequent thereto, a signal
having a phase opposite to the signal at the first clock signal
terminal, a signal at the pulling-down control node, and even
a RST signal supplied separately. In addition, the third
terminal of the pulling-down module 60 can be connected to
a ground line or a second voltage terminal which supplies a
second level signal. The first level signal supplied by the first
voltage terminal VSS and the second level signal supplied
by the second voltage terminal may have different levels, but
should be low level signals when N type TFTs are adopted.

The shift register unit provided in the embodiments of the
present disclosure comprises the input module, the pulling-
up module, the first control module, the second control
module, the first reset module, and the pulling-down mod-
ule, which can avoid that a relative large drift is generated
in the threshold voltage of the pulling-down TFT (the gate
of which is connected to the pulling-down control node) by
controlling the level at the pulling-down control node of the
shifter resister unit, and thus can ensure the reliability of a
shift register unit.

In one example, the signal inputted from the first clock
signal terminal GCLK1 and the signal inputted from the
third clock signal terminal GCLK3 have a same clock signal
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cycle, and there is a time delay equal to half of the clock
signal cycle between the signal inputted from the first clock
signal terminal GCLK1 and the signal inputted from the
third clock signal terminal GCLK3. Here, the signal inputted
from the first clock signal terminal GCLK1 and the signal
inputted from the third clock signal terminal GCLK3 may
have a duty ratio of % in a clock signal cycle.

In another embodiment, as illustrated in FIG. 2, the shift
register unit further comprises a second reset module 70
which is configured to reset the level at the pulling-up
control node PU. The second reset module 70 has a first
terminal connected to the pulling-up control node PU, a
second terminal connected to the second signal terminal
RST, a third terminal connected to the first voltage terminal
VSS. Of course, the signal inputted at the second signal
terminal RST of the second reset module 70 may be one of
the followings: a signal at the output terminal of a shift
register unit at a subsequent stage, a signal having a phase
opposite to the signal at the first clock signal terminal, a
signal at the pulling-down control node, and even a RST
signal supplied separately. In addition, the third terminal of
the second reset module 70 can be connected to a second
voltage terminal. The level supplied by the first voltage
terminal and the second level supplied by the second voltage
terminal may have different levels, but should be low level
signals when N type TFTs are adopted.

In another embodiment of the present disclosure, as
illustrated in FIG. 3, the first control module 30 is further
configured to control the level at the pulling-down control
node PD according to the signal inputted from the first signal
terminal STV. Here, the fourth terminal of the first control
module can be connected to the first signal terminal STV.

In one example, as illustrated in FIG. 4, the input module
10 can comprise a first TFT M1 having a first electrode and
a second electrode connected to the first signal terminal STV
and a third electrode connected to the pulling-up control
node PU.

Additionally or alternatively, the input module 10 can
comprise an eleventh TFT M11 (not illustrated) having a
first electrode connected to the first signal terminal STV, a
second electrode connected to a fifth clock signal output
terminal, and a third electrode connected to the pulling-up
control node PU. Here, the signal at the fifth clock signal
output terminal may be synchronized with STV, or has a
time delay equal to one-fourth clock signal cycle relative to
the first clock signal.

In one example, the pulling-up module 20 comprises a
third TFT M3 and a first capacitor C1.

The third TFT M3 has a first electrode connected to the
first clock signal terminal GCLK1, a second electrode con-
nected to the pulling-up control node PU, and a third
electrode connected to the output terminal OUTPUT.

The first capacitor C1 has a first terminal connected to the
pulling-up control node PU and a second terminal connected
to the output terminal OUTPUT.

In one example, the first control module 30 comprises a
fifth TFT M5 and a sixth TFT M6.

The fifth TFT M5 has a first electrode and a second
electrode connected to the third clock signal terminal
GCLK3 and a third electrode connected to the pulling-down
control node PD.

The sixth TFT M6 has a first electrode connected to the
pulling-down control node PD, a second electrode con-
nected to the pulling-up control node PU, and a third
electrode connected to the first voltage terminal VSS.

In one example, the second control module 40 comprises
a ninth TFT M9 having a first electrode connected to the
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pulling-down control node PD, a second electrode con-
nected to the first clock signal terminal GCLK1, and a third
electrode connected to the first voltage terminal VSS.

It should be noted that the second control module 40 may
comprise a plurality of transistors each of which is con-
nected in a same manner as the ninth TFT M9. Here,
illustration will be given by taking the case that the second
control module comprises only one ninth TFT M9 as illus-
trated in the FIG. 4 as an example, and other second control
modules with other structures should belong to the protec-
tion scope of the present disclosure although the detailed
description thereof is omitted.

In the embodiments of the present disclosure, the second
control module 40 is configured to pull down the level at the
pulling-down control node PD when the first clock signal
terminal GCLK1 outputs a high level signal, thus reducing
the duty ratio of the voltage at the pulling-down control node
PD, avoiding a drift of a threshold voltage of an eighth TFT
M8 (i.e., pulling-down TFT) connected to the pulling-down
control node PD, and ensuring the reliability of the shift
register unit.

In another embodiment, as illustrated in FIG. 5, the first
control module 30 further comprises a seventh TFT M7
having a first electrode connected to the pulling-down
control node PD, a second electrode connected to the first
signal terminal STV, and a third electrode connected to the
first voltage terminal VSS.

In one example, the first reset module 50 further com-
prises the eighth TFT M8 having a first electrode connected
to the pulling-up control node PU, a second electrode
connected to the pulling-down control node PD, and a third
electrode connected to the first voltage terminal VSS.

In one example, the second reset module 70 comprises a
second TFT M2 having a first electrode connected to the
pulling-up control node PU, a second electrode connected to
the second signal terminal RST, and a third electrode con-
nected to the first voltage terminal VSS.

In one example, the pulling-down module 60 comprises a
fourth TFT M4 having a first electrode connected to the
output terminal OUTPUT, a second electrode connected to
the second signal terminal RST, and a third electrode con-
nected to the first voltage terminal VSS. Here, the signal
inputted to the second electrode of the fourth TFT M4 is not
limited to the signal at the second signal terminal RST, but
may be a signal having a phase opposite to the signal at the
first clock signal terminal GCLK1, and may be a signal at the
pulling-down control node PD.

Below, an operational process of the shift register unit will
be described in detail by taking the structure illustrated in
FIG. 5 as an example and combining with the timing
sequence of the signals in the shift register unit illustrated in
FIG. 6.

During a T1 phase, GCLK1=0, GCLK3=0, STV=1, OUT-
PUT=0, RST=0, PU=1, PD=0.

The T1 phase is a charging phase of the shift register unit.

As illustrated in FIG. 6, the first signal terminal STV=I.
The first TFT M1 and the seventh TFT M7 are turned on, the
first signal terminal STV pulls up the level at the pulling-up
control node PU and charges the first capacitor C1 by
controlling the first TFT M1. The sixth TFT M6 is turned on
since the level at the pulling-up control node PU is pulled up
to a high level. The level at the pulling-down control node
PD is pulled down to a low level since the sixth TFT M6 and
the seventh TFT M7 are turned on. The third TFT M3 is
turned on when the pulling-up control node PU is at a high
level, and the output terminal OUTPUT outputs a low level
since the first clock signal terminal GCLK1=0. The second

10

15

20

25

30

35

40

45

50

55

60

65

8

TFT M2 and the fourth TFT M4 are turned off since the
second signal terminal RST=0, meanwhile the eighth TFT
M8 is turned off since the level at the pulling-down control
node PD is a low level, thus avoiding the level at the
pulling-up control node PU being pulled down.

During a T2 phase, GCLK1=1, GCLK3=0, STV=0, OUT-
PUT=1, RST=0, PU=1, PD=0.

The T2 phase is a ON phase of the shift register unit.

As illustrated in FIG. 6, since the first signal terminal
STV=0, the first TFT M1 and the seventh TFT M7 are turned
off; the level at the pulling-up control node PU is further
pulled up (approximating to or equal to double of the level
at the node PU during the T1 phase) due to the bootstrapping
effect of the first capacitor C1. The ninth TFT M9 is turned
on since the first clock signal terminal GCLK1=1. The ninth
TFT M9 and the sixth TFT M6 cooperate to control the
pulling-down control node PD to remain at a low level and
the eighth TFT M8 to be in an OFF state continuously. The
second TFT M2 and the fourth TFT M4 are kept to be in an
OFF state since the second signal terminal RST=0, thus
avoiding the level at the pulling-up control node PU being
pulled down. The third TFT M3 transmits a high level signal
at the first clock signal terminal to the output terminal
OUTPUT since the first clock signal terminal GCLK1=1,
such that a high level signal is outputted from the output
terminal OUTPUT.

During a T3 phase, GCLK1=0, GCLK3=0, STV=0, OUT-
PUT=0, RST=0, PU=1, PD=0.

A low level is outputted from the output terminal OUT-
PUT since the first clock signal terminal GCLK1=1. The
level at the pulling-up control node PU is restored to the high
level of the T1 phase due to the effect of the first capacitor
C1, such that the pulling-down control node PD is kepted at
a low level continuously.

During a T4 phase, GCLK1=0, GCLK3=1, STV=0, OUT-
PUT=0, RST=1, PU=0, PD=1.

The fifth TFT M5 is turned on since the third clock signal
terminal GCLK3=1, such that the pulling-down control node
PD is charged and the level at the pulling-down control node
PD is increased. The eighth TFT M8 is turned on, such that
the level at the pulling-up control node PU is pulled down.
Meanwhile, the second TFT M2 and the fourth TFT M4 are
turned on since the second signal terminal RST=1, such that
the level at the pulling-up control node PU is pulled down
to a low level by the second TFT M2, and the third TFT M3
is turned off. A low level signal is outputted from the output
terminal OUTPUT continuously since the fourth TFT M4 is
turned on.

It should be noted that, in the embodiments of the present
disclosure, the second signal terminal RST and the third
clock signal terminal GCLK3 supply high level signals
simultaneously during the T4 phase, and the second signal
terminal RST can also supply a high level signal during the
T3 phase or a TS phase. When the second signal terminal
RST supplies a high level signal during the T3 phase, the
level at the pulling-up control node PU is pulled down to a
low level. The level at the pulling-down control node PD is
kept to be a low level until the level at the pulling-down
control node PD is pulled up to a high level when the signal
at the third clock signal terminal GCLK3 is at a high level
during the T4 phase. Therefore, the control on the level at the
pulling-up control node PU will not be affected and the same
effect as achieved by the embodiments of the present dis-
closure can be achieved even if the second signal terminal
RST supplies a high level signal during the T3 phase.
Further, when the second signal terminal RST supplies a
high level during the TS phase, since the pulling-down
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control node PD is charged to a high level by the third clock
signal terminal GCLK3 during the T4 phase, the pulling-
down control node PD controls the level at the pulling-up
control node PU such that the level at the pulling-up control
node PU is a low level Therefore, even if the second signal
terminal RST supplies a high level signal during the TS
phase, the control on the level at the pulling-up control node
PU will not be affected.

During the T5 phase, GCLK1=0, GCLK3=0, STV=0,
OUTPUT=0, RST=0, PU=0, PD=1.

The fifth TFT M5 is turned off since the third clock signal
terminal GCLK3=0, such that charging of the pulling-down
control node PD is stopped. The second TFT M2 and the
fourth TFT M4 are turned off since the second signal
terminal RST=0. The seventh TFT M7 and the first TFT M1
are kept to be off since the first signal terminal STV=0, such
that the pulling-up control node PU remains at a low level
and thus the sixth TFT M6 is kept to be off. The ninth TFT
M9 is turned off since the first clock signal terminal
GCLK1=0. The fifth TFT M5, the sixth TF'T M6, the seventh
TFT M7 and the ninth TFT M9 are turned off, thus avoiding
the level at the pulling-down control node PD being pulled
down.

During a T6 phase, GCLK1=1, GCLK3=0, STV=0, OUT-
PUT=0, RST=0, PU=0, PD=0.

The ninth TFT M9 is turned on since the first clock signal
terminal GCLK1=1, such that the level at the pulling-down
control node PD is pulled down to a low level, and the level
at the pulling-up control node PU and the level at the output
terminal OUTPUT are kept to be low.

During a T7 phase, GCLK1=0, GCLK3=0, STV=0, OUT-
PUT=0, RST=0, PU=0, PD=0.

The level at the pulling-up control node PU and the level
at the pulling-down control node PD are kept to be low since
GCLK1=0, GCLK3=0, STV=0, RST=0.

During a T8 phase, GCLK1=0, GCLK3=1, STV=0, OUT-
PUT=0, RST=0, PU=0, PD=1.

The fifth TFT M5 is turned on since the third clock signal
terminal GCLK3=1, such that the pulling-down control node
PD is charged and the level at the pulling-down control node
PD is increased. The eighth TFT M8 is turned on, such that
the level at the pulling-up control node PU is kept to be low,
and the output terminal OUTPUT is also kept to be at a low
level.

From the above timing sequence, it can be seen that:
during a period from a timing when the signal inputted from
the second signal terminal RST is at a high level to a timing
when the signal inputted from the first signal terminal STV
is at a high level (referring to T4 phase to T7 phase in FIG.
6), the fitth TFT M5 is turned on when the third clock signal
terminal GCLK3 inputs a high level (for example, during T4
phase), such that the pulling-down control node PD is
charged by the signal at the third clock signal terminal
GCLK3 and the level at the pulling-down control node PD
is increased and is kept to be high during an adjacent
subsequent phase (TS5 phase); when the first clock signal
terminal GCLK1 is at a high level (i.e., the T6 phase), the
ninth TFT M9 controls to discharge the level at the pulling-
down control node PD, such that the level at the pulling-
down control node PD is pulled down to a low level and is
kept to be low during a subsequent phase (the T7 phase), as
a result, the voltage at the pulling-down control node PD is
kept to have a duty ratio of 50%. In this way, during the
period from the timing when the signal inputted from the
second signal terminal RST is at a high level to the timing
when the signal inputted from the first signal terminal STV
is at a high level (that is, a period that between the shift
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register unit completes the gate driving for one row of TFTs
and before a start signal of a next frame arrives at the shift
register unit), a voltage having a duty ratio of 50% is applied
on the second electrode (gate) of the eighth TFT M8
connected to the pulling-down control node PD, thus reduc-
ing load at the gate of the TFT, avoiding a drift of threshold
voltage of the TFT, and ensuring reliability of the shift
register unit.

In another embodiment of the present disclosure, there is
provided a gate driving circuit. As illustrated in FIG. 7, the
gate driving circuit comprises a plurality of stages of shift
register units described above. For example, the gate driving
circuit comprises N stages of shift register units in cascade.
Except the shift register unit at a first stage, the first signal
terminal STV(n) of each stage of the shift register units(for
example, the shift register unit at an n” stage) is connected
to the output terminal OUTPUT(n-1) of the shift register
unit at its adjacent previous stage (1<n<N, n is an integer).
Except the shift register unit at a last stage, the output
terminal OUTPUT(n) of each stage of the shift register units
is connected to the signal input terminal STV(n+1) of the
shift register unit at its adjacent subsequent stage. Except the
shift register units at the last two stages, the second signal
terminal RST(n) of each stage of the shift register units is
connected to the signal output terminal OUTPUT(n+2) of
the shift register unit at a two-stage subsequent thereto.

The first clock signal terminal GCLK1 and the third clock
signal terminal GCLK3 of an odd-numbered stage of shift
register unit are connected to a first clock signal CLK1 and
a third clock signal CLK3 respectively, and the first clock
signal terminal GCLK1 and the third clock signal terminal
GCLK3 of an even-numbered stage of shift register unit are
connected to a second clock signal CLK?2 and a fourth clock
signal CLLK4 respectively.

The first clock signal CLKI1, the second clock signal
CLKZ2, the third clock signal CLLK3 and the fourth clock
signal CLLK4 are shift signals at four different phases in a
clock signal cycle. There is a time delay equal to one fourth
of'the clock signal cycle between the first clock signal CLK1
and the second clock signal CLK2, between the second
clock signal CLK2 and the third clock signal CLK3,
between third clock signal CL.K3 and the fourth clock signal
CLK4, and between the fourth clock signal CLK4 and the
first clock signal CLK1.

In the present embodiment, the first signal terminal STV
(1) of the shift register unit at the first stage can input a frame
start signal sty, the second signal terminals RST(N-1) and
RST (N) of the shift register units at the last two stages can
input a reset signal rst, and can also receive the signals at
their own output terminals respectively. In addition, two
redundant shift register units may be further arranged, and
the output terminals of these two redundant shift register
units are connected to the second signal terminals of the shift
register units at the last two stages respectively, that is,
OUTPUT(N+1) is connected to RST(N-1) and OUTPUT
(N+2) is connected to RST(N).

In another embodiment of the present disclosure, there is
provided a driving method of the gate driving circuit.

Particularly, in the driving method, during a first phase
(T4 phase), the level at the pulling-down control node is
controlled by the signal inputted from the third clock signal
terminal and the level at the pulling-up control node; and
during a second phase (T6 phase), the level at the pulling-
down control node is controlled by the signal inputted from
the first clock signal terminal. There is a time delay equal to
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half of the clock signal cycle between the first phase and the
second phase (that is, between the third clock signal and the
first clock signal).

In the present embodiment, the level at the pulling-down
control node PD is controlled during the first phase (T4
phase) and the second phase (T6 phase), for example, during
the first phase, the pulling-down control node PD is charged
by the signal inputted from the third clock signal terminal,
and during the second phase, the pulling-down control node
PD is discharged by the pulling-down TFT under the control
of the first clock signal. Here, the pulling-down TFT is used
to pull down the level at the pulling-down control node. In
this embodiment, it is avoided that a relative large drift is
generated in the threshold voltage of the pulling-down TFT
by controlling the duty ratio of the voltage at the pulling-
down control node, thus effectively increasing the reliability
of the shift register unit in operation.

In another aspect of the present disclosure, there is
provided a display apparatus comprising the gate driving
circuit provided in the above embodiment. The gate driving
circuit comprises a plurality of stages of shift register units
in cascade, and each stage of the shift register units com-
prises an input module, a pulling-up module, a first control
module, a second control module, a reset module and a
pulling-down module.

The display apparatus may be any display device having
a display function, such as liquid crystal display panel,
organic electro-luminescence light emitter, electronic paper,
cell phone, television, digital photo frame, and etc.

The above descriptions are only for illustrating the
embodiments of the present disclosure, and in no way limit
the scope of the present disclosure. It will be obvious that
those skilled in the art may make variations or alternatives
to the above embodiments without departing from the spirit
and scope of the present disclosure as defined by the
following claims. Such variations and alternatives are
intended to be included within the spirit and scope of the
present disclosure.

The present application claims the priority of a Chinese
application with an application No. 201410040299.3 and
filed on Jan. 27, 2014, the disclosure of which is entirely
incorporated herein by reference.

What is claimed is:

1. A shift register unit comprising an input module, a
pulling-up module, a first control module, a second control
module, a first reset module and a pulling-down module;
wherein

the input module is configured to control a level at a

pulling-up control node according to a signal inputted
from a first signal terminal;

the pulling-up module is configured to control an output

terminal to output a third level signal according to a
signal inputted from a first clock signal terminal and the
level at the pulling-up control node;

the first control module is configured to control a level at

a pulling-down control node according to a signal
inputted from a third clock signal terminal and the level
at the pulling-up control node;
the second control module is configured to control the
level at the pulling-down control node according to the
signal inputted from the first clock signal terminal;

the first reset module is configured to reset the level at the
pulling-up control node according to the level at the
pulling-down control node; and

the pulling-down module is configured to control the

output terminal to output a first level signal according
to a signal inputted from a second signal terminal,
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wherein the first control module comprises a fifth TFT and
a sixth TFT;

the fifth TFT has a first electrode and a second electrode
connected to the third clock signal terminal and a third
electrode connected to the pulling-down control node,
the sixth TFT has a first electrode connected to the
pulling-down control node, a second electrode con-
nected to the pulling-up control node, and a third
electrode connected to a first voltage terminal;

the second control module comprises a ninth TFT having

a first electrode connected to the pulling-down control
node, a second electrode connected to the first clock
signal terminal, and a third electrode connected to the
first voltage terminal;

the signal inputted from the first clock signal terminal and

the signal inputted from the third clock signal terminal
have a duty ratio of %4, and there is a time delay equal
to half of a clock signal therebetween.

2. The shift register unit of claim 1, further comprising a
second reset module which is configured to reset the level at
the pulling-up control node according to the signal inputted
from the second signal terminal.

3. The shift register unit of claim 2, wherein the second
reset module comprises a second TFT having a first elec-
trode connected to the pulling-up control node, a second
electrode connected to the second signal terminal, and a
third electrode connected to the first voltage terminal.

4. The shift register unit of claim 1, wherein the first
control module is further configured to control the level at
the pulling-down control node according to the signal input-
ted from the first signal terminal.

5. The shift register unit of claim 4, wherein the first
control module further comprises a seventh TFT having a
first electrode connected to the pulling-down control node,
a second electrode connected to the first signal terminal, and
a third electrode connected to the first voltage terminal.

6. The shift register unit of claim 1, wherein the input
module comprises a first thin film transistor TFT having a
first electrode and a second electrode connected to the first
signal terminal and a third electrode connected to the
pulling-up control node.

7. The shift register unit of claim 1, wherein the pulling-
up module comprises a third TFT and a first capacitor,

the third TFT has a first electrode connected to the first

clock signal terminal, a second electrode connected to
the pulling-up control node, and a third electrode
connected to the output terminal; and

the first capacitor has a first terminal connected to the

pulling-up control node and a second terminal con-
nected to the output terminal.

8. The shift register unit of claim 1, wherein the first reset
module comprises an eighth TFT having a first electrode
connected to the pulling-up control node, a second electrode
connected to the pulling-down control node, and a third
electrode connected to the first voltage terminal.

9. The shift register unit of claim 1, wherein the pulling-
down module comprises a fourth TFT having a first elec-
trode connected to the output terminal, a second electrode
connected to the second signal terminal, and a third elec-
trode connected to the first voltage terminal.

10. A gate driving circuit comprising a plurality of stages
of shift register unit of claim 1, wherein

the first clock signal terminal and the third clock signal

terminal of an odd-numbered stage of shift register unit
are connected to a first clock signal and a third clock
signal respectively, and the first clock signal terminal
and the third clock signal terminal of an even-num-
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bered stage of shift register unit are connected to a
second clock signal and a fourth clock signal respec-
tively;

the first clock signal, the second clock signal, the third

clock signal and the fourth clock signal are shift signals
outputted sequentially, and there is a time delay equal
to half of'a clock signal cycle between the second clock
signal and the fourth clock signal.

11. A driving method for the gate driving circuit of claim
10, wherein

during a first phase, the level at the pulling-down control

node is controlled by the signal inputted from the third
clock signal terminal and the level at the pulling-up
control node; and

during a second phase, the level at the pulling-down

control node is controlled by the signal inputted from
the first clock signal terminal.

12. The gate driving circuit of claim 10, wherein each
stage of shift register unit further comprises a second reset
module which is configured to reset the level at the pulling-
up control node according to the signal inputted from the
second input signal terminal;

wherein the second control module comprises a ninth TFT

having a first electrode connected to the pulling-down
control node, a second electrode connected to the first
clock signal terminal, and a third electrode connected
to the first voltage terminal.

13. The gate driving circuit of claim 10, wherein

the input module comprises a first thin film transistor TFT

having a first electrode and a second electrode con-
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nected to the first signal terminal and a third electrode
connected to the pulling-up control node;

the pulling-up module comprises a third TFT and a first

capacitor; wherein the third TFT has a first electrode
connected to the first clock signal terminal, a second
electrode connected to the pulling-up control node, and
a third electrode connected to the output terminal; the
first capacitor has a first terminal connected to the
pulling-up control node and a second terminal con-
nected to the output terminal.

14. The gate driving circuit of claim 10, wherein

the first reset module comprises an eighth TFT having a

first electrode connected to the pulling-up control node,
a second electrode connected to the pulling-down con-
trol node, and a third electrode connected to the first
voltage terminal; and

the pulling-down module comprises a fourth TFT having

a first electrode connected to the output terminal, a
second electrode connected to the second signal termi-
nal, and a third electrode connected to the first voltage
terminal.

15. The gate driving circuit of claim 10, wherein the first
control module is further configured to control the level at
the pulling-down control node according to the signal input-
ted from the first signal terminal; and

the first control module further comprises a seventh TFT

having a first electrode connected to the pulling-down
control node, a second electrode connected to the first
signal terminal, and a third electrode connected to the
first voltage terminal.
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